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1.

INTRODUCTION

1.1.

BACKGROUND

1.1.1.

WSP have been commissioned by the Welsh Government (via Ramboll UK) to complete a Stage 1
Road Safety Audit of the proposed highway improvements to junctions 14, 15, 16 and 16A on the
A55 dual carriageway trunk road in North Wales.

1.1.2.

The terms of reference of the Road Safety Audit are as described in the Design Manual for Roads
and Bridges (DMRB) Requirements and Advice document GG 119.

1.1.3.

The Road Safety Audit Team membership was the following:
·

Lee Sydenham
WSP (Associate Director)
Road Safety Audit Team Leader

·

Neil Nicholson MSoRSA MCIHT
WSP (Senior Engineer)
Road Safety Audit Team Member

1.1.4.

Both members of the Road Safety Audit Team have the relevant training, skills and experience
recommended for Road Safety Audit Team Leader and Road Safety Audit Team Member in
accordance with the guidance stated in GG 119. The Road Safety Auditors have examined and
reported only on the road safety implications of the proposed highway works, and they have not
examined or verified the compliance of the design to any other criteria.

1.1.5.

The Road Safety Audit Team undertook site visits together on Monday 14th October and Tuesday
15th October 2019 during the hours of daylight (between 2pm and 5:30pm on the Monday, and
between 8am and 9am on the Tuesday). During the site visits the weather was fine, the road surface
was dry and traffic conditions were free-flowing.

1.1.6.

This Road Safety Audit has been undertaken based on the Road Safety Audit Team's previous
experience and knowledge in undertaking Road Safety Audits, Highway Design, Collision
Investigation and Road Safety Engineering. No member of the Road Safety Audit Team has had
any previous input into the design of the scheme.

1.1.7.

This Road Safety Audit comprised of a review of the design drawings and documents supplied to the
Road Safety Audit Team, referenced in Appendix A of this report.

1.1.8.

This Road Safety Audit has been undertaken in accordance with the Road Safety Audit Brief
approved by Manon Pritchard of Corderoy on 8th October 2019.

1.2.

SCHEME DESCRIPTION

1.2.1.

This Stage 1 Road Safety Audit reviews the proposed scheme to convert the existing at-grade
roundabouts at A55 junctions 15 and 16 (as well as the existing A55 junction 16A which has a
major/minor junction layout) into grade separated junctions.

1.2.2.

The scheme also includes amending the existing diverge and merge layouts at A55 junction 14 to
increase them in terms of length and width (although very little detail of the proposals at this junction
have been provided).
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1.2.3.

The elements of the proposed scheme solely located on the mainline A55 dual carriageway trunk
road motorway have been inspected from a moving vehicle travelling along the A55 in both directions
several times at normal traffic speeds. It was considered that the road safety risks associated with
the provision of temporary traffic management (for the Road Safety Auditors to inspect the existing
layout on foot) would outweigh the benefits of carrying out a site inspection in close proximity, rather
than from a moving vehicle. However, the A55 was observed from existing overbridges and from
the adjacent local authority road network.

1.2.4.

Some of the design drawings provided to the Road Safety Audit Team include details of proposed
road markings and traffic signs, although these details have not been provided for the entire extents
of the proposed scheme. Therefore, this Road Safety Audit has reviewed the traffic signs and road
markings as shown, however a full review of all of the signs and markings should be completed at
the Stage 2 Road Safety Audit (detailed design).

1.3.

PREVIOUS ROAD SAFETY AUDITS

1.3.1.

It is understood that this is the first Road Safety Audit to be completed for this scheme.

1.4.

DEPARTURES FROM STANDARDS

1.4.1.

The Road Safety Audit Team has been provided with information regarding numerous Departures
and Relaxations from Standards in relation to the proposed highway scheme. A review of this
information has identified various errors and missing details, so in many cases the proposals cannot
be fully understood. This may have resulted in road safety problems being raised in this Road Safety
Audit report where the proposed geometry raises potential safety issues and the information supplied
is not adequate to fully understand the geometry proposed or does not adequately address potential
safety concerns.

1.4.2.

In particular, with regards to the proposed Stopping Sight Distance (SSD) provision, full details of the
SSD along the A55 in both directions have not been provided (i.e. where a Departure for SSD has
been submitted, it is unclear whether this relates to a 0.26m object height or a 1.05m object height
or both). In addition, SSD graphs for the full extents of the scheme were not provided to the Road
Safety Audit Team. For the purpose of this Road Safety Audit, it has been assumed that the various
SSD Departures relate to reduced SSD to a 0.26m object height.

1.5.

DESIGN MANUAL FOR ROADS AND BRIDGES

1.5.1.

During recent months several elements of the Design Manual for Roads and Bridges (DMRB) have
been updated as part of a holistic editorial update of the design manual. The Road Safety Audit
Team have made reference to elements of the DMRB where this may assist in the identification of
road safety problems or recommendations (Road Safety Audit is not a review of whether a design
complies to standards). When making DMRB references, the Road Safety Audit Team have made
reference to the latest documents (recently published). Although these may not be the documents
used in the design, the updated documents are generally an editorial update so included the same
requirements and advice as in the previous versions of the documents likely to have been used in
the design.

1.6.

REPORT STRUCTURE

1.6.1.

The structure of the Road Safety Audit report follows the recommended layout in DMRB document
GG 119. However, to aid the reader the report has covered the sections of highway around each of
the junctions improved by the scheme proposals in separate chapters, therefore:
·

Chapter 2 covers A55 junction 15 and the adjacent local highway network;

·

Chapter 3 covers A55 junction 16 and the adjacent local highway network;
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·
1.6.2.

Chapter 4 covers A55 junction 16A and the adjacent local highway network.

It should be noted that no road safety problems have been identified in relation to the proposed layout
of A55 junction 14.
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2.

PROBLEMS IDENTIFIED AT THIS ROAD SAFETY AUDIT
(A55 JUNCTION 15)

2.1.

GENERAL

2.1.1.

PROBLEM 1 (see Appendix B for location)
Location: A55 westbound carriageway to the west of junction 15.
Summary: Inadequate distance between the end of the proposed A55 westbound on-slip and the
existing Type B parking lay-by downstream.
An existing Type B parking lay-by is located on the A55 westbound carriageway approximately 300m
downstream of the proposed westbound on-slip merge at A55 junction 15. This is less than the
mandatory minimum distance of 450m between a junction and a parking lay-by, as stated in clause
3.7 in the DMRB document CD 169 for a derestricted all-purpose dual carriageway with a 120kph
design speed.
The insufficient separation distance between the proposed merge slip road and the Type B parking
lay-by could increase the potential for weaving conflicts between vehicles using the merge and
vehicles wanting to use the parking lay-by. The location of the proposed merge slip road may result
in the lay-by having inadequate advance signing (due to constraints on the possible location for
signing), which could increase the potential for vehicles making late lane changing manoeuvres to
access the parking lay-by and coming into conflict with other vehicles in the A55 nearside lane or
joining the A55 from the proposed merge.
In addition, it was observed during the site visit that this lay-by has a ‘Type B’ layout (without
segregation island), which under current DMRB requirements is not appropriate for a high speed
dual carriageway road. It was also observed that another parking lay-by is currently provided on the
A55 westbound carriageway, located approximately 1.5 km downstream of the location of the
proposed westbound on-slip merge at A55 junction 15.
RECOMMENDATION 1
It is recommended that the existing parking lay-by (located approximately 300m downstream of the
proposed westbound on-slip merge at junction 15) is removed. When considering the removal of the
parking lay-by the designer should ensure that sufficient non-emergency stopping provision is
provided on this section of the A55.

2.1.2.

PROBLEM 2 (see Appendix B for location)
Location: A55 eastbound carriageway to the east of junction 15.
Summary: Proposed eastbound on-slip merge will be located where there is an existing bus stop layby.
As shown on Photograph 1, there is an existing bus stop lay-by located just to the east of the
footbridge to the east of A55 junction 15. The proposed A55 eastbound on-slip merge slip road is
proposed where this bus stop lay-by is currently situated.
If the bus stop lay-by is retained in this location, this could result in conflicts between buses entering /
exiting the lay-by and vehicles merging onto the A55 eastbound carriageway.

A55 Junctions 14, 15 and 16 Improvements
Stage 1 Road Safety Audit
Ramboll / Welsh Government
Final

WSP
Project No: 62103548-108
April 2020
Page 4

Photograph 1 – Existing bus stop on the A55 eastbound carriageway

RECOMMENDATION 2
It is recommended that this bus stop relocated to another appropriate location.

2.2.

JUNCTIONS

2.2.1.

PROBLEM 3 (see Appendix B for location)
Location: A55 junction 15 westbound off-slip.
Summary: Inadequate Stopping Sight Distance (SSD) to the give way line at the end of the slip road.
The SSD along the proposed A55 junction 15 westbound off-slip will not conform with the mandatory
requirements of clause 3.33 in the DMRB document CD 122 (which has recently superseded the
DMRB document TD 22/06). This is in relation to the SSD along the slip road (to a 0.26m object
height at the give way line at the end of the off-slip), which shall be provided for a distance in
accordance with the Desirable Minimum SSD for the mainline (i.e. 295m in this location).
The proposed SSD along this slip road will be below the mainline Desirable Minimum SSD, with a
minimum visibility distance of 90m. Therefore, this could increase the potential for a vehicle
overshooting the give way line at the end of the off-slip (and colliding with a vehicle travelling along
Penmaenmawr Road) or a vehicle colliding with an object at the location of the give way line. In
addition, the proposed reduced SSD could increase the potential for a vehicle colliding into the back
of a queue of traffic on the slip road.
RECOMMENDATION 3
It is recommended that appropriate SSD is provided along the whole length of the proposed A55
westbound off-slip, particularly towards the junction with the local road where traffic leaving the A55
will have to stop and queuing vehicles may be present. If this is not feasible with the layout currently
proposed, it is recommended that the proposed layout of the slip road is amended to provide a
straighter slip road alignment (towards its intersection with the local road network) that could provide
the requisite SSD in accordance with CD 122 clause 3.33.

A55 Junctions 14, 15 and 16 Improvements
Stage 1 Road Safety Audit
Ramboll / Welsh Government
Final

WSP
Project No: 62103548-108
April 2020
Page 5

2.2.2.

PROBLEM 4 (see Appendix B for location)
Location: A55 junction 15 eastbound off-slip.
Summary: Potentially inadequate SSD along the slip road.
On the proposed A55 eastbound off-slip at junction 15, the designer indicates that SSD of 160m will
be provided along the slip road from the back of the diverge nose. However, it is unclear whether
the mainline Desirable Minimum SSD of 295m will be provided into the slip road from the mainline
carriageway along the diverge taper and diverge nose (in accordance with the mandatory
requirements of CD 122 clause 3.33). If inadequate SSD will be provided into this slip road, it could
increase the potential for a vehicle colliding into the rear of a queue of traffic or colliding with an
object on the slip road carriageway.
RECOMMENDATION 4
It is recommended that appropriate SSD in accordance with the requirements of CD 122 is provided
into the slip road.

2.3.

ALIGNMENT

2.3.1.

PROBLEM 5 (see Appendix B for location)
Location: A55 junction 15 westbound off-slip.
Summary: Provision of successive low radii horizontal bends in combination with reduced SSD on
the slip road could increase the potential for vehicles losing control when leaving the mainline dual
carriageway trunk road.
The proposed A55 westbound off-slip at junction 15 will have a relatively low radius left-hand
horizontal bend just after the back of the diverge nose, and then have a significant right-hand bend
just before the give way line at the junction with the local road network. This layout in a location
where SSD is also reduced could increase the potential for vehicles losing control on either of these
bends after leaving the mainline A55 dual carriageway trunk road (which will be subject to the national
speed limit).
It is noted that the geometric dimensions of the proposed Type B ‘Parallel Layout’ in this location will
also be substandard (i.e. the length of the auxiliary lane and the auxiliary lane taper), and that no
superelevation will be provided on the left-hand horizontal bend on the off-slip. This could exacerbate
this road safety problem.
RECOMMENDATION 5
It is recommended that a straighter horizontal slip road alignment is provided.
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2.4.

ROAD MARKINGS, TRAFFIC SIGNS AND STREET LIGHTING

2.4.1.

PROBLEM 6 (see Appendix B for locations)
Locations: Proposed eastbound and westbound merges onto the A55 mainline carriageway at
junction 15.
Summary: Inadequate advance warning of vehicles merging onto the mainline.
The Departures from Standards information provided to the Road Safety Audit Team indicates that
the SSD will be substandard on the A55 westbound and eastbound approaches to the proposed slip
road merges at junction 15. This could increase the potential for collisions involving vehicles merging
onto the A55 mainline.
RECOMMENDATION 6
It is recommended that ‘Traffic Merges From Left Ahead’ advance warning traffic signs, in
accordance with diagram number 508.1 in the document “The Traffic Signs Regulations and General
Directions 2016” (TSRGD), are provided on the A55 westbound and eastbound mainline approaches
to the proposed slip road merges.

2.4.2.

PROBLEM 7 (see Appendix B for location)
Location: A55 junction 15 westbound off-slip.
Summary: Inadequate advance warning of the give way layout at the end of the slip road in a location
where SSD is reduced and the horizontal alignment of the slip road includes low radii bends.
The proposed SSD to the give way line along the junction 15 westbound off-slip road will be
substandard (see Problem 3). Therefore, this could increase the potential for vehicles braking too
late when approaching the junction and overshooting the give way line, which could lead to a collision
with a vehicle travelling along Penmaenmawr Road.
In addition, the A55 westbound off-slip at junction 15 will not be provided with a near straight
downstream of the back of diverge nose, so there will be a relatively short distance between the
diverge nose (where vehicles could still be travelling close to mainline speeds) and the start of the
proposed left-hand horizontal bend on the slip road (with substandard superelevation). This could
increase the potential for a vehicle losing control on this bend.
Also, just prior to the give way line at the end of the off-slip, there will be a significant right-hand bend
in the slip road carriageway. No advance warning signs will be provided for this bend, so this could
increase the potential for a vehicle losing control when negotiating this horizontal bend.
RECOMMENDATION 7
It is recommended that an advance ‘Give Way’ traffic sign to TSRGD diagram number 501 is provided
on the A55 westbound off-slip with a supplementary distance plate, this should be supplemented
with “SLOW” road markings. It is also recommended that the proposed ‘Bend Ahead’ advance
warning sign on this slip road (located before the left-hand horizontal bend) is supplemented with an
appropriate advisory speed limit sign plate (to TSRGD diagram number 513.2).
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2.4.3.

PROBLEM 8 (see Appendix B for location)
Location: A55 junction 15 westbound off-slip.
Summary: Potential for a vehicle to lose control on the low radius left-hand horizontal bend on the
slip road and collide with the proposed chevron traffic signs.
The proposed A55 westbound off-slip at junction 15 will not be provided with a near straight at the
back of the diverge nose, so there will be a relatively short distance between the diverge nose (where
road users could be still travelling at mainline speeds) and the start of the proposed low radius lefthand horizontal bend on the slip road (with substandard super elevation). This could increase the
potential for a vehicle not slowing down sufficiently when negotiating the bend, losing control and
colliding with the proposed chevron signs on the outside of the bend. If these signs are not passively
safe, this could increase the severity of a collision.
RECOMMENDATION 8
It is recommended that the proposed chevron traffic signs on the slip road are passively safe in terms
of the sign posts and the mounting heights.

2.4.4.

PROBLEM 9 (see Appendix B for location)
Location: A55 eastbound on-slip at junction 15.
Summary: Terminal national speed limit traffic sign only provided on the nearside of the slip road.
Drawing number A55J15J16-RAM-93-15-DR-J-0003 (revision P01) shows that a national speed limit
traffic sign will be provided on the nearside of the A55 eastbound on-slip at junction 15. It is unclear
whether this will be a terminal or repeater speed limit sign.
If it is proposed to be a terminal speed limit sign, then it could be overlooked by road users if a
terminal sign is only provided on one side of the slip road. This could increase the potential for
conflicts with high speed vehicles on the mainline A55 eastbound carriageway.
RECOMMENDATION 9
It is recommended that any proposed terminal speed limit traffic signs are provided on both sides of
the carriageway.

2.5.

WALKING, CYCLING AND HORSE-RIDING

2.5.1.

PROBLEM 10 (see Appendix B for location)
Location: Penmaenmawr Road to the south-east of A55 junction 15
Summary: Potential for conflicts between cyclists and vehicles emerging from private accesses and
driveways on the proposed shared-use footway / cycleway route.
The existing footway on the south side of Penmaenmawr Road is proposed to be converted into a
shared-use footway / cycleway facility. As shown on Photograph 2, there are numerous private
driveways and accesses adjacent to the existing footway, where the driver of a vehicle emerging
from a driveway / access will have very restricted visibility of an approaching cyclist due to the
adjacent property walls, fences and hedges. Therefore, this could increase the possibility of the
driver of a vehicle emerging onto the shared-use footway / cycleway route failing to see a cyclist
approaching (particularly if they are reversing out of the driveway) which could lead to a collision.
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Photograph 2 – Location of the proposed shared-use footway/cycleway route

RECOMMENDATION 10
It is recommended that appropriate visibility is provided from all the private driveways and access to
cyclist on the proposed shared use facility. This will need to take account that some users of the
driveways and private access may choose to reverse onto Penmaenmawr Road.
2.5.2.

PROBLEM 11 (see Appendix B for location)
Location: Penmaenmawr Road adjacent to the junction with Tyddyn Drycin.
Summary: Visibility for cyclists and pedestrians waiting to cross Penmaenmawr Road could be
restricted by a stationary bus at the existing bus stop.
Photograph 2 shows that there is an existing bus stop on the south side of Penmaenmawr Road
adjacent to the proposed uncontrolled pedestrian / cycle crossing facility (on the west side of the
junction with Tyddyn Drycin).
A stationary bus at the bus stop could restrict the visibility of vehicles approaching from the west from
the proposed crossing point on the south side of the carriageway. This could increase the potential
for a pedestrian or cyclist crossing Penmaenmawr Road when a vehicle is approaching, potentially
leading to a collision.
RECOMMENDATION 11
It is recommended that the proposed pedestrian / cycle crossing facility is provided in a location
where the adequate visibility of approaching traffic (taking account of the approach speed of vehicles)
can be provided (i.e. where the visibility will not be obstructed by stationary buses at bus stops or by
parked vehicles). Alternatively, the existing bus stop could be relocated so that it doesn’t obscure
visibility from the crossing (or any other driveways or accesses).
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2.5.3.

PROBLEM 12 (see Appendix B for location)
Location: Existing bus gate on Penmaenmawr Road, near the junction with Pendalar.
Summary: Potential for cyclists to lose control when crossing the existing bus gate facility or collide
with the existing bus gate barrier.
As shown on Photograph 3, there is an existing bus gate facility adjacent to Penmaenmawr Road,
near the western junction with Pendalar. The design drawings provided to the Road Safety Audit
Team indicate that the proposed shared-use footway / cycleway route will cross the bus gate facility
where the barrier is currently located. If the barrier is removed to provide the shared-use route, this
could increase the potential for road users using the bus gate to leave the A55 westbound
carriageway, which could lead to conflicts with other road users at the junction with Penmaenmawr
Road.
Alternatively, the shared-use route could cross the bus gate where there is an existing feature to
prevent non-bus vehicles from travelling the wrong way through the bus gate (located at the give way
line). This could lead to cyclists losing control if they travel over the feature.

Photograph 3 – Existing bus gate facility

RECOMMENDATION 12
Where the proposed shared-use route will cross the existing bus gate facility, it is recommended that
an appropriate crossing facility is provided away from the location of the existing barrier and that the
existing feature to prevent vehicles accessing the bus gate from Penmaenmawr Road should be
removed.
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2.5.4.

PROBLEM 13 (see Appendix B for location)
Location: Shore Road East
Summary: Visibility of approaching traffic at the proposed cycle / pedestrian crossing facility could
be restricted by an existing property / property boundary.
Drawing number A55J15J16-RAM-93-15-DR-J-0026 (revision P01) shows that a crossing facility will
be provided across Shore Road East on the proposed shared-use footway / cycleway route in this
location. The visibility northwards along Shore Road East from the proposed crossing point on the
west side of the carriageway could be restricted by the existing adjacent property / property boundary.
This could increase the potential for a cyclist or pedestrian crossing the carriageway when a vehicle
is approaching from the north, leading to a collision.
RECOMMENDATION 13
It is recommended that the proposed pedestrian / cycle crossing facility on Shore Road East is
provided in a location where adequate visibility of approaching traffic can be provided.

2.5.5.

PROBLEM 14 (see Appendix B for location)
Location: Eastern end of Penmaenmawr Road, adjacent to the eastern junction with Pendalar.
Summary: Proposed shared-use footway / cycleway facility will narrow the already insufficient
carriageway width.
As shown on Photograph 4, the carriageway width at the eastern end of Penmaenmawr Road
(adjacent to the eastern junction with Pendalar) is relatively narrow. The proposed shared-use route
will be located on the north side of the carriageway in this location, adjacent to the existing vertical
wall. This could increase the potential for vehicles overrunning the kerbline of the shared-use facility
or travelling too close to the kerbline, which could increase the potential for a vehicle colliding with a
cyclist or pedestrian.

Photograph 4 – Eastern end of Penmaenmawr Road
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RECOMMENDATION 14
It is recommended that the proposed highway layout in this location provides appropriate widths for
the carriageway and the proposed shared-use facility.
2.5.6.

PROBLEM 15 (see Appendix B for location)
Location: Penmaenmawr Road to the west of the junction with Shore Road East.
Summary: Stationary buses in the proposed westbound and eastbound bus stop lay-bys could
restrict the visibility from the adjacent pedestrian crossing points.
A new traffic signal controlled pedestrian crossing facility is proposed on Penmaenmawr Road to the
west of the new junction with Shore Road East. Bus stop lay-bys will be provided on either side of
this crossing facility. Therefore, the visibility from the crossing points could be obstructed by buses
that are stationary in these lay-bys.
In addition, buses in the bus stop lay-bys could obstruct the visibility to any offside primary traffic
signal heads at the crossing facility.
This could increase the potential for a pedestrian or cyclist crossing the carriageway (without waiting
for a ‘green man’ signal) and failing to see a vehicle approaching from the west or the east, which
could result in a collision.
RECOMMENDATION 15
It is recommended that the proposed pedestrian crossing facility is provided in a location where clear
unobstructed visibility is provided (including being located away from any bus stops).
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3.

PROBLEMS IDENTIFIED AT THIS ROAD SAFETY AUDIT
(A55 JUNCTION 16)

3.1.

GENERAL

3.1.1.

No specific road safety problems identified.

3.2.

JUNCTIONS

3.2.1.

PROBLEM 16 (see Appendix B for location)
Location: A55 westbound on-slip merge at junction 16.
Summary: Inadequate advance warning of vehicles merging onto the mainline.
The Departures from Standards information provided to the Road Safety Audit Team indicates that
the SSD will be substandard in both mainline lanes on the immediate A55 westbound approach to
the proposed slip road merge at junction 16 (with a minimum of 144m SSD in Lane 1 and a minimum
of 135m SSD in Lane 2). This could increase the potential for collisions involving vehicles merging
onto the A55 mainline.
Insufficient details have been provided in respect of the SSD provided on the approach (e.g. a graph
with SDD plotted against chainage) or SSD available to a 1.05m object height to fully consider the
geometry proposed.
RECOMMENDATION 16
It is recommended that appropriate SSD is provided on the A55 westbound approach to the merge
at A55 junction 16.

3.2.2.

PROBLEM 17 (see Appendix B for location)
Location: Proposed junction between Conway Road and the new slip roads at A55 junction 16.
Summary: The provision of a major / minor junction on the inside of a notable horizontal bend in the
major road carriageway could restrict the visibility along the main road in both directions from the
minor road give-way line.
The major / minor junction between Conway Road and the proposed slip roads at A55 junction 16
will be located on the inside of a notable horizontal bend in the Conway Road carriageway.
Therefore, this could restrict the visibility along the major road in both directions from the give-way
line at the end of the A55 westbound off-slip. This could increase the potential for a vehicle emerging
from the slip road into the path of a vehicle travelling along Conway Road, leading to a collision.
RECOMMENDATION 17
It is recommended that appropriate ‘y’ distance visibility is provided along Conway Road in both
directions at this junction, in accordance with the requirements of the DMRB document CD 123 and
the likely approach speed of vehicles.
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3.2.3.

PROBLEM 18 (see Appendix B for location)
Location: Proposed junction between Conway Road and the new slip roads at A55 junction 16.
Summary: Inadequate visibility of a vehicle waiting to turn right onto the A55 westbound on-slip.
The proposed SSD on Conway Road in the vicinity of A55 junction 16 will be restricted by the
horizontal alignment of the carriageway to a minimum of 56m. This could lead to inadequate forward
visibility on the westbound approach of a vehicle waiting to turn right onto the A55 westbound on-slip
at the proposed junction, which could lead to a rear shunt collision.
In addition, it is noted that the proposed speed limit on Conway Road in this location will be 30mph.
It is considered likely that vehicles could be travelling in excess of this speed limit, as the layout /
environment of Conway Road in the vicinity of A55 junction 16 will be rural and non-built-up. This
could exacerbate this road safety problem.
RECOMMENDATION 18
It is recommended that adequate forward visibility is provided along Conway Road (taking the likely
speed of vehicles into account) in the vicinity of A55 junction 16. It is also recommended that a right
turn lane is provided at this junction, for vehicles turning right onto the A55 westbound on-slip.

3.2.4.

PROBLEM 19 (see Appendix B for location)
Location: A55 junction 16 westbound off-slip.
Summary: Inadequate SSD to the give-way line at the end of the slip road.
It is unclear whether adequate SSD will be provided along the A55 westbound off-slip at junction 16
to the give-way line at the end of the slip road, in accordance with the mandatory requirements of
clause 3.33 in the DMRB document CD 122. If sufficient SSD is not provided, this could increase
the potential for a vehicle overshooting the give-way line and colliding with a vehicle travelling along
Conway Road, or a vehicle colliding into the rear of a queue of traffic on the slip road.
RECOMMENDATION 19
It is recommended that the SSD along the slip road is provided in accordance with the mandatory
requirements of CD 122 clause 3.33. It is also recommended that an advance ‘Give Way’ traffic sign
is provided on the slip road (to TSRGD diagram number 501).

3.2.5.

PROBLEM 20 (see Appendix B for location)
Location: Conway Road / Country Road West
Summary: Use of a 50kph design speed could be inappropriate for the highway environment resulting
in actual vehicle speeds being higher than the design speed.
Conway Road and Country Road West in the vicinity of A55 junction 16 will have a 50kph design
speed. This is considered to be inappropriate as the highway environment in this location is expected
to be predominately rural. In addition, Conway Road to the west of A55 junction 16 has an existing
posted speed limit of 40mph. This could result in the highway design being inadequate for the actual
speed of vehicles travelling along these roads, which could increase the potential for speed-related
conflicts and collisions.
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RECOMMENDATION 20
It is recommended that the designer reviews the proposed design speed in this location, and
considers its appropriateness in line with the highway environment.
3.2.6.

PROBLEM 21 (see Appendix B for location)
Location: Proposed junction between Conway Road and Ysguborwen Road.
Summary: The provision of a major / minor junction on the inside of a horizontal bend in the major
road carriageway could restrict the visibility in both directions from the minor road give-way line.
The major / minor junction between Conway Road and Ysguborwen Road will be located on the
inside of a horizontal bend in the Conway Road carriageway. Therefore, this could restrict the
visibility along the major road in both directions from the give-way line on Ysguborwen Road. This
could increase the potential for a vehicle emerging from the minor road into the path of a vehicle
travelling along Conway Road, leading to a collision.
RECOMMENDATION 21
It is recommended that appropriate ‘y’ distance visibility is provided along Conway Road in both
directions at this junction, in accordance with the requirements of the DMRB document CD 123.

3.2.7.

PROBLEM 22 (see Appendix B for location)
Location: A55 westbound on-slip merge at junction 16.
Summary: Provision of a Type B ‘Parallel Merge’ layout with inadequate geometric dimensions for
the auxiliary lane.
To mitigate the lack of a near straight upstream of the back of merge nose on the A55 westbound
on-slip at junction 16, a Type B ‘Parallel Merge’ layout will be provided. However, the length of the
proposed auxiliary lane (including the auxiliary lane taper) will be approximately 150m. This is less
than the mandatory minimum length of 245m for an auxiliary lane (including auxiliary lane taper) at
a merge on a rural all-purpose 120kph road, as stated in the DMRB document CD 122. This could
increase the potential for conflicts involving merging vehicles.
RECOMMENDATION 22
It is recommended that the Type B merge layout is provided with appropriate geometric dimensions
for this type of road.

3.2.8.

PROBLEM 23 (see Appendix B for location)
Location: A55 westbound off-slip diverge at junction 16.
Summary: Provision of a Type B ‘Parallel Diverge’ layout with inadequate geometric dimensions for
the auxiliary lane.
To mitigate the lack of a near straight downstream of the back of diverge nose on the A55 westbound
off-slip at junction 16, a Type B ‘Parallel Diverge’ layout will be provided. However, the length of the
proposed auxiliary lane (including the auxiliary lane taper) will be approximately 140m. This is less
than the mandatory minimum length of 225m for an auxiliary lane (including auxiliary lane taper) at
a diverge on a rural all-purpose 120 kph road, as stated in the DMRB document CD 122.
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This could increase the potential for vehicles not slowing down sufficiently when diverging off the
A55 westbound carriageway and losing control on the proposed left-hand horizontal bend on the slip
road.
RECOMMENDATION 23
It is recommended that the Type B ‘Parallel Diverge’ layout is provided with appropriate geometric
dimensions for this type of road.
3.2.9.

PROBLEM 24 (see Appendix B for location)
Location: A55 westbound approach to junction 16.
Summary: Advance direction signing for the diverge at A55 junction 16 could be provided in advance
of the existing diverge for the Puffin service area.
The advance direction traffic sign for the diverge at A55 junction 16 is likely to be provided in advance
of the existing diverge for the Puffin service area on the A55 westbound carriageway. This could be
confusing to road users and could lead to some motorists assuming that the diverge for the service
area is the diverge for A55 junction 16.
This could increase the potential for late braking or late lane changing manoeuvres on the approach
to the service area diverge, leading to conflicts with other road users in the nearside lane of the A55
westbound carriageway.
RECOMMENDATION 24
It is recommended that the diverge for the Puffin service area is removed from the A55 westbound
carriageway (access to/from the service area could be provided off the adjacent proposed Country
Road East link road) – also see Problem 25.

3.2.10.

PROBLEM 25 (see Appendix B for location)
Location: A55 westbound carriageway between the Puffin service area and junction 16.
Summary: Short weaving length between the existing service area merge and the proposed diverge
at A55 junction 16.
The weaving length between the Puffin service area merge and the proposed A55 junction 16 diverge
will be approximately 420m. This is significantly shorter than the mandatory minimum weaving length
of 1km (1000m) on rural all-purpose roads, as stated in the DMRB document CD 122. This could
increase the potential for lane changing collisions between the service area and A55 junction 16.
RECOMMENDATION 25
It is recommended that the merge for the Puffin service area is removed from the A55 westbound
carriageway (access to the service area could be provided off the adjacent proposed Country Road
East link road) – also see Problem 24.
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3.3.

ROAD MARKINGS, TRAFFIC SIGNS AND STREET LIGHTING

3.3.1.

PROBLEM 26 (see Appendix B for location)
Location: A55 junction 16 westbound off-slip.
Summary: Inadequate chevron signing on the left-hand horizontal bend on the slip road.
Only one chevron traffic sign is proposed on the outside of the left-hand bend on the A55 westbound
off-slip at junction 16. This may not highlight the presence of the bend sufficiently to road users,
which could increase the potential for vehicles losing control when negotiating the bend, particularly
as the slip road will not be provided with a near straight downstream of the back of nose.
In addition, the chevron sign is shown to be positioned on the carriageway side of the proposed Road
Restraint System (RRS) on the outside of the bend. This could increase the potential for an errant
vehicle colliding with the traffic sign, which could exacerbate the collision.
RECOMMENDATION 26
It is recommended that further chevron traffic signs are provided on the outside of the left-hand
horizontal bend on this slip road, and that these signs should be provided behind the proposed RRS
(outside the working width of the safety barrier) or be passively safe.

3.4.

WALKING, CYCLING AND HORSE-RIDING

3.4.1.

PROBLEM 27 (see Appendix B for location)
Location: Conway Road / Ysguborwen Road junction
Summary: Visibility from the proposed pedestrian crossing point could be restricted by the adjacent
verge / embankments.
A pedestrian crossing facility is proposed on the Ysguborwen Road approach to the junction with
Conway Road / Country Road West. The visibility along Ysguborwen Road from the proposed
crossing point on the east side of the junction could be restricted by the adjacent verge / embankment
and the horizontal alignment of the carriageway. This could lead to a pedestrian crossing the
carriageway when a vehicle is approaching on Ysguborwen Road, leading to a collision.
In addition, the visibility from the eastern crossing point of vehicles turning left onto Ysguborwen
Road from Country Road West could also be restricted by the adjacent embankment. This could
lead to a pedestrian crossing the carriageway when a vehicle is turning onto Ysguborwen Road,
leading to a collision.
RECOMMENDATION 27
It is recommended that the proposed pedestrian crossing facility on Ysguborwen Road is located in
a position where adequate visibility can be provided of vehicles approaching in all directions, and in
a location where the crossing will be on the desire line for pedestrians and cyclists.
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3.4.2.

PROBLEM 28 (see Appendix B for location)
Location: Ysguborwen Road
Summary: Lack of a proposed pedestrian crossing facility at the end of the proposed footway.
On the north side of Ysguborwen Road, in the vicinity of the junction with Conway Road / Country
Road West, there will be a short section of footway. No crossing facility will be provided at the
eastern end of the footway. This could lead to pedestrians crossing the carriageway where there are
full height kerbs provided on both sides of the road and where appropriate visibility is not provided,
which could lead to a pedestrian tripping over the kerbs or crossing the road into the path of an
oncoming vehicle.
RECOMMENDATION 28
It is recommended that the section of footway on the north side of Ysguborwen Road (to the east of
the proposed pedestrian crossing facility at the Conway Road junction) is not provided and the
footway should terminate at the crossing point near the junction bellmouth.

3.4.3.

PROBLEM 29 (see Appendix B for location)
Location: Conway Road to the west of A55 junction 16.
Summary: Visibility along Conway Road from the proposed pedestrian / cycle crossing points could
be restricted by stationary buses at the adjacent existing bus stops.
A new shared-use footway / cycleway route is proposed on Conway Road to the west of junction 16,
which will cross the Conway Road carriageway adjacent to the Penmaenmawr Phoenix Football Club
access. Bus stops in both directions are currently provided directly adjacent to the location of this
crossing facility. Therefore, stationary buses at these bus stops could restrict the visibility along
Conway Road in both directions from the crossing points. This could increase the potential for a
pedestrian or cyclist to cross the carriageway when a vehicle is approaching, leading to a collision.
RECOMMENDATION 29
It is recommended that the adjacent bus stops are relocated to positions where stationary buses will
not restrict the visibility from the proposed pedestrian / cycle crossing facility.

3.5.

ALIGNMENT

3.5.1.

No specific road safety problems identified.
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4.

PROBLEMS IDENTIFIED AT THIS ROAD SAFETY AUDIT
(A55 JUNCTION 16A)

4.1.

GENERAL

4.1.1.

PROBLEM 30 (see Appendix B for location)
Location: Country Road East, adjacent to Maes-Y-Llan.
Summary: Potential for an errant vehicle colliding into the end of one of the proposed retaining walls.
On Country Road East, adjacent to Maes-Y-Llan, there will be retaining walls provided at chainages
70m and 150m which will be perpendicular to the carriageway. An errant vehicle leaving the
carriageway on the south side could collide head-on with one of these retaining walls, increasing the
severity of the incident.
RECOMMENDATION 30
It is recommended that the sides of these retaining walls are provided with tapers that are angled
away from the carriageway, rather than at 90° to the carriageway, or alternatively the ends of the
retaining walls should be protected with a suitable road restraint system.

4.2.

JUNCTIONS

4.2.1.

PROBLEM 31 (see Appendix B for location)
Location: A55 westbound off-slip at junction 16A.
Summary: Inadequate SSD to the traffic signal stopline at the end of the slip road.
The SSD along the proposed A55 westbound off-slip at junction 16A will not conform with the
mandatory requirements of clause 3.33 in the DMRB document CD 122. This is in relation to the
SSD along the slip road (to a 0.26m object height at the stopline at the end of the off-slip), which
shall be provided for a distance in accordance with the Desirable Minimum SSD for the mainline (i.e.
295m in this location).
The proposed SSD along this slip road will be below the mainline Desirable Minimum SSD, with a
minimum visibility distance of 60m. Therefore, this could increase the potential for a vehicle
overshooting the stopline at the end of the off-slip (and colliding with a vehicle travelling along
Country Road East) or a vehicle colliding with an object at the location of the stopline. In addition,
the proposed reduced SSD could increase the potential for a vehicle colliding into the back of a
queue of traffic on the slip road.
RECOMMENDATION 31
It is recommended that appropriate SSD is provided along the whole length of the proposed
A55 westbound off-slip, particularly towards the junction at the end of the slip road where queuing
vehicles may be present.
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4.2.2.

PROBLEM 32 (see Appendix B for location)
Location: A55 eastbound on-slip at junction 16A.
Summary: Difficulties relating to the provision of a merging taper layout for maintenance vehicles to
turn onto the slip road.
At the location of the merge nose for the A55 eastbound merge at junction 16A, a maintenance
access is proposed on the connector road, which will be provided with a 40m long nearside merging
taper adjacent to the on-slip.
The provision of a merging taper layout would result in the drivers of maintenance vehicles merging
onto the connector road by looking in their mirrors to check for any vehicles approaching on the slip
road whilst not providing sufficient merge length to undertake this type of manoeuvre fully. This could
increase the potential for a conflict involving a merging maintenance vehicle.
The merge arrangement from the maintenance access also results in a successive merge
arrangement (with the downstream merge onto the A55 in close proximity), this double merge will be
a difficult manoeuvre for road users to make, particularly users of large vehicles.
RECOMMENDATION 32
It is recommended that this maintenance access is provided with give-way layout (rather than a
merge) to allow the driver of a maintenance vehicle to clearly see whether other vehicles are
approaching on the slip road. (See also Problem 34)

4.2.3.

PROBLEM 33 (see Appendix B for location)
Location: A55 eastbound on-slip at junction 16A.
Summary: Potential for maintenance vehicles to mistakenly turn right onto the A55 eastbound on-slip
and come into conflict with opposing traffic on the slip road.
The proposed maintenance access on the A55 eastbound on-slip will not be provided with a splitter
island (either a physical island or a road marking ghost island). This could increase the potential for
a driver not being aware that they cannot turn right onto the connector road from the access, which
could increase the potential for a maintenance vehicle to turn right onto the connector road where
they will come into conflict with eastbound vehicles travelling towards A55 mainline.
RECOMMENDATION 33
It is recommended that some form of appropriate triangular splitter island is provided within the
bellmouth of this access, to encourage maintenance vehicles to turn left onto the connector road
when leaving the access.

4.2.4.

PROBLEM 34 (see Appendix B for location)
Location: A55 eastbound on-slip at junction 16A.
Summary: Short distance between the maintenance access on the connector road and the merge
layout with the A55 mainline.
The proposed maintenance access on the A55 eastbound on-slip will only be provided approximately
20m in advance of the merge onto the A55 eastbound mainline carriageway. This will only provide
maintenance vehicles with a very short distance to accelerate up to a sufficient speed before merging
onto the A55 mainline. This could lead to conflicts with faster vehicles on the mainline due to speed
differentials between merging traffic and mainline traffic.
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RECOMMENDATION 34
It is recommended that the proposed maintenance access is either removed or relocated further west
along the connector road.
4.2.5.

PROBLEM 35 (see Appendix B for location)
Location: A55 westbound carriageway between junction 16A and the Puffin service area.
Summary: Short weaving length between the proposed A55 westbound merge at junction 16A and
the existing Puffin service area diverge.
The weaving length between the proposed A55 westbound merge at junction 16A and the existing
Puffin service area diverge will be approximately 100m. This is notably shorter than the mandatory
minimum weaving length of 1km (1000m) on rural all-purpose roads, as stated in the DMRB
document CD 122. This could increase the potential for lane changing collisions between the
proposed junction and the service area.
RECOMMENDATION 35
It is recommended that the diverge for the Puffin service area is removed from the A55 westbound
carriageway (access to the service area could be provided off the adjacent proposed Country Road
East link road via the new Junction 16A).

4.2.6.

PROBLEM 36 (see Appendix B for location)
Location: A55 eastbound off-slip at junction 16A.
Summary: Inappropriate merging taper layout for the proposed sewage works access located on the
slip road.
An access junction for the existing sewage works is proposed on the A55 eastbound off-slip at
junction 16A. This access will be provided with a short merging taper for vehicles to merge onto the
slip road. The provision of a merging taper layout would result in the driver of a vehicle merging onto
the connector road would need to look in their mirrors to check for any vehicles approaching on the
slip road. This could increase the potential for a conflict involving a merging vehicle travelling from
the sewage works and a vehicle on the slip road slowing or stopping for the traffic signals or to make
the right turn at the top of the slip road.
RECOMMENDATION 36
It is recommended that this access is provided with give-way layout (rather than a merge) to allow
the driver of a vehicle (travelling from the sewage works) to clearly see whether other vehicles are
approaching on the slip road.

4.2.7.

PROBLEM 37 (see Appendix B for location)
Location: A55 westbound diverge at junction 16A.
Summary: Provision of a Type B ‘Parallel Diverge’ layout with inadequate geometric dimensions for
the auxiliary lane.
To mitigate the lack of a near straight downstream of the back of nose on the A55 westbound off-slip
at junction 16A, the designer indicates that a Type B ‘Parallel Diverge’ layout will be provided.
However, the proposed layout of the diverge as shown on the design drawings is similar to a Type A
diverge layout, rather than a Type B diverge layout. This could increase the potential for vehicles
not slowing down sufficiently when diverging off the A55 westbound carriageway and losing control
on the horizontal alignment of the slip road
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RECOMMENDATION 37
It is recommended that the Type B ‘Parallel Diverge’ layout is provided with appropriate geometric
dimensions for this type of road.
4.2.8.

PROBLEM 38 (see Appendix B for location)
Location: A55 westbound and eastbound on-slip merges at junction 16A.
Summary: Provision of Type B ‘Parallel Merge’ layouts with inadequate geometric dimensions for the
auxiliary lane.
To mitigate the lack of a near straight upstream of the back of nose on the A55 westbound and
eastbound on-slips at junction 16A, the designer indicates that Type B ‘Parallel Merge’ layouts will
be provided. However, the proposed layouts of the merges as shown on the design drawings are
similar to Type A merge layouts, rather than Type B merge layouts. This could increase the potential
for conflicts involving merging vehicles.
RECOMMENDATION 38
It is recommended that the Type B merge layouts are provided with appropriate geometric
dimensions for this type of road.

4.2.9.

PROBLEM 39 (see Appendix B for location)
Location: A55 eastbound off-slip diverge at junction 16A.
Summary: Provision of a Type B ‘Parallel Diverge’ layout with inadequate geometric dimensions for
the auxiliary lane.
To mitigate the lack of a near straight downstream of the back of nose on the A55 westbound off-slip
at junction 16, a Type B ‘Parallel Diverge’ layout will be provided. However, the length of the
proposed auxiliary lane (including the auxiliary lane taper) will be approximately 150m. This is less
than the mandatory minimum length of 225m for an auxiliary lane (including auxiliary lane taper) at
a diverge on a rural all-purpose 120 kph road, as stated in the DMRB document CD 122.
This could increase the potential for vehicles not slowing down sufficiently when diverging off the
A55 westbound carriageway and losing control on the proposed left-hand horizontal bend on the slip
road.
RECOMMENDATION 39
It is recommended that the Type B ‘Parallel Diverge’ layout is provided with appropriate geometric
dimensions for this type of road.

4.3.

WALKING, CYCLING AND HORSE-RIDING

4.3.1.

PROBLEM 40 (see Appendix B for location)
Location: Country Road East
Summary: Potentially inappropriate location for a pedestrian / cycle crossing facility.
Drawing number A55J15J16-RAM-93-16-DR-J-0044 (revision P01) indicates that a new shared-use
footway / cycleway facility will cross the proposed Country Road East at Chainage 180m, just to the
east of a horizontal bend in the carriageway (with a 90m radius).
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If a crossing facility is provided in this location, the visibility westwards along the road could be
restricted by the horizontal alignment of the carriageway / verge and embankment, as well as the
adjacent proposed retaining walls on the south side of the carriageway. This could increase the
potential for a pedestrian or cyclist crossing the carriageway when a vehicle is approaching from the
west, leading to a collision.
It is noted that drawing number A55J15J16-RAM-93-16-DR-J-0044 also shows that a pedestrian
crossing facility will be provided on Country Road East at Chainage 220m, although it is unclear
whether this will be a traffic signal controlled or uncontrolled crossing facility.
RECOMMENDATION 40
It is recommended that a pedestrian / cycle crossing facility on this section of Country Road East is
provided at a location where appropriate visibility of vehicles approaching in both directions can be
provided from both crossing points.
4.3.2.

PROBLEM 41 (see Appendix B for location)
Location: Sewage works access on the A55 eastbound off-slip at junction 16A.
Summary: Potentially inadequate visibility along the sewage works access road for pedestrians and
cyclists.
A shared-use footway / cycleway route currently crosses the existing sewage works access road.
The layout of the shared-use route is proposed to be amended as part of the scheme works.
Therefore, the visibility northwards along the sewage access road from the crossing points could be
restricted by the existing bridge parapets for the bridge over the adjacent railway. This could result
in a pedestrian or cyclist crossing the access road when a vehicle is approaching from the sewage
works, potentially leading to a collision.
RECOMMENDATION 41
It is recommended that appropriate visibility along the sewage works access road is provided at both
crossing points on either side of the access road.

4.4.

ALIGNMENT

4.4.1.

PROBLEM 42 (see Appendix B for location)
Location: Country Road East exit from A55 junction 16A.
Summary: Potential for vehicles to lose control when negotiating the proposed horizontal bend in the
carriageway with a 50m radius.
On the Country Road East exit from A55 junction 16A there will be a horizontal bend in the
carriageway with a 50m radius. Road users who have just left the high speed A55 trunk road may
negotiate this bend in the carriageway at inappropriate speeds, if they do not appreciate the
significant horizontal radius on the bend, which could lead to vehicles losing control.
RECOMMENDATION 42
It is recommended that chevron traffic signs are provided on the outside of this horizontal bend in
the carriageway.
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4.4.2.

PROBLEM 43 (see Appendix B for location)
Location: Country Road East exit from A55 junction 16A.
Summary: Lack of advance warning to road users in relation to the series of horizontal bends in the
carriageway after exiting A55 junction 16A.
On the Country Road East exit from A55 junction 16A there are three successive horizontal bends
in the carriageway. No advance warning traffic signs are proposed to warn road users of this layout,
which could increase the potential for a vehicle losing control when negotiating these bends.
RECOMMENDATION 43
It is recommended that a ‘Series of Bends Ahead’ advance warning traffic sign (to TSRGD diagram
number 513) is provided on the Country Road East exit from A55 junction 16A.

4.5.

ROAD MARKINGS, TRAFFIC SIGNS AND STREET LIGHTING

4.5.1.

PROBLEM 44 (see Appendix B for location)
Location: Glan-Yr-Afon Road
Summary: Incorrect advance warning sign for the junction layout downstream.
On the northbound Glan-Yr-Afon Road approach to the junction with Country Road East, an advance
warning traffic sign to TSRGD diagram number 505.1 will be provided. This type of traffic sign is
incorrect as it should only be used when approaching a junction where the left turn movement does
not have to give way to traffic approaching from the right. This could lead to a vehicle turning left at
the junction without stopping or slowing down, and being struck by a vehicle travelling westbound
along Country Road East.
RECOMMENDATION 44
It is recommended that this traffic sign is replaced with an advance ‘Give Way’ traffic sign to TSRGD
diagram number 501.

4.5.2.

PROBLEM 45 (see Appendix B for location)
Location: Country Road East northbound approach to A55 junction 16A.
Summary: Proposed traffic sign could obstruct the SSD to the junction.
Drawing number A55J15J16-RAM-93-16-DR-J-0049 (revision P01) shows that a traffic sign with two
posts will be provided on the west side of the Country Road East approach to A55 junction 16A. It
is unclear what type of traffic sign will be provided in this location. The sign could restrict the SSD to
the junction / traffic signals on this approach, which has a significant left-hand horizontal bend when
approaching the stopline. This could increase the potential for a vehicle colliding into the rear of
another vehicle waiting at the stopline or road users failing to stop at a red traffic signal.
RECOMMENDATION 45
It is recommended that any traffic signs provided on the Country Road East approach to the A55
junction 16A are located where they will not obstruct the forward visibility to the junction.
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4.5.3.

PROBLEM 46 (see Appendix B for location)
Location: A55 westbound approach to junction 16A.
Summary: Difficulties providing appropriate advance signing for the proposed diverge at junction 16A
within the adjacent tunnel.
The proposed westbound diverge at A55 junction 16A will be located approximately 200m
downstream of the existing tunnel portal on the A55 westbound carriageway. Therefore, the advance
direction signing for the diverge will need to be provided within the tunnel, which will be difficult due
to the constraint of the cross-section in the tunnel and various equipment already provided in the
tunnel.
If the first advance direction sign for the diverge is provided on the verge adjacent to the exit from
the tunnel, this will not provide sufficient advance warning for the junction. Consequently, this could
result in conflicts involving vehicles making late lane changing manoeuvres to diverge off the mainline
carriageway.
RECOMMENDATION 46
It is recommended that appropriate advance direction signing for the diverge is provided on the A55
westbound approach to junction 16A.

4.5.4.

PROBLEM 47 (see Appendix B for location)
Location: A55 westbound approach to the Puffin service area.
Summary: Inadequate advance signing for the service area.

.

An advance traffic sign is currently provided just before the existing A55 westbound diverge at
junction 16A, where the new diverge layout will be located. It is unclear where the advance signing
for the service area will be provided. If the signs will be positioned too close to the service area
diverge, this could result in conflicts involving vehicles making late lane changing manoeuvres to
diverge off the mainline carriageway into the service area.
RECOMMENDATION 47
It is recommended that appropriate advance direction signing for the service area diverge is provided
on the A55 westbound carriageway. Alternatively, in accordance with Problems 24 and 25, it is
recommended that the Puffin service area diverge / merge on the A55 westbound carriageway is
closed.
4.5.5.

PROBLEM 48 (see Appendix B for location)
Location: Country Road East, just to the west of the Puffin service area.
Summary: Inappropriate locations of the proposed chevron traffic sign and the ‘Series of Bends
Ahead’ advance warning sign.
The section of Country Road East, just to the west of the Puffin service area, will have a horizontal
bend in the carriageway with a 90m radius. The proposed chevron traffic sign on the outside of this
bend (facing west) will be positioned where road users approaching from the west may not clearly
see the sign in front of them.
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In addition, the proposed ‘Series of Bends Ahead’ advance warning traffic sign (to TSRGD diagram
number 513) on the eastbound approach to the bend will be located only 25m in advance of the righthand horizontal bend in the carriageway (and the proposed sign plate shows that a left-hand bend
will be encountered first by eastbound road users).
Therefore, these traffic signs may not provide road users with sufficient advance warning of this bend
in the carriageway, which could increase the potential for a vehicle losing control on the bend.
RECOMMENDATION 48
It is recommended that the chevron sign is positioned where it will be clearly visible to road users
approaching the bend from the west, and that the proposed ‘Series of Bends Ahead’ traffic sign is
located at an appropriate distance on the eastbound approach in advance of the first bend in the
carriageway (and shows the correct layout of the bends downstream on the eastbound carriageway).
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5.

ROAD SAFETY AUDIT TEAM STATEMENT

5.1.1.

We certify that this Stage 1 Road Safety Audit has been carried out in accordance with GG 119.

ROAD SAFETY AUDIT TEAM LEADER:
Lee Sydenham
Associate Director
WSP
Keble House
Southernhay Gardens
Southernhay East
Exeter
Devon
EX1 1NT

Signed:

Date: 24th October 2019

ROAD SAFETY AUDIT TEAM MEMBER:
Neil Nicholson MCIHT MSoRSA
Senior Engineer
WSP
Keble House
Southernhay Gardens
Southernhay East
Exeter
Devon
EX1 1NT

Signed:

Date: 24th October 2019

OTHERS INVOLVED:
N/A
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